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- [ Entegris
Particle Size Tensile Stre Entegris welcomes POCO to the family.
p-inches 40 11, 500 POCO products are avallable through a
Modulus of Elastic . varlety of outlets.
microns 0.3 N/mm?2 14,500 - .
p-inches 12 | x 108 2.1 . B Quality
pS - Poco Graphite is committed to providing the
Total Poros Tensile Strain : highest quality graphite materials to its
% volume 20 to Failure % 0.78 : customers.
________ Hardness |
% of total 80 SSH 86 [l Literature
Electrical Resist Download information about specific POCO
g/cc 1.78 pg-ohm-cm 1,950 Dfosll));ts or Material Safety Data Sheets
Ib/in? 0.0641 y-ohm-in 770 ~ (MSDS).
Compressive Strength Coefficient of Thermal Expansion 5] Contacts
N/mmz 175 microns/m °C 8 1 Get address, phone, fax and emall
25,500 p-in/in °F information for POCO and its Distributors.
—zm_ Thermal Conduct - Careers
2 ]
N/mm 112 watts/m K . 20 : Note that you will be redirected to our parent
psi 16,200 BTU-ft/hr-ft=-°F 40 company website, entegris.com, to search

avallable positions.
(1) Estimated at 70% of flexural strength.

# Training
EDM Training Classes Free to the Industry
http://www.poco.com/MaterialsandServices/ 5 EDM Blog

Graphite/IndustrialGrades/ZXF5Q.aspx Keep up to date with what's new at POCO
and in the industry.




